Physical Environment for Multiple Providers/Suppliers *(New since 4/21 Release)*

**Inspection, Testing & Maintenance (ITM) under the Physical Environment Conditions of Participation:** CMS is waiving certain physical environment requirements for Hospitals, CAHs, inpatient hospice, ICF/IIDs, and SNFs/NFs to reduce disruption of patient care and potential exposure/transmission of COVID-19. The physical environment regulations require that facilities and equipment be maintained to ensure an acceptable level of safety and quality.

CMS will permit facilities to adjust scheduled inspection, testing and maintenance (ITM) frequencies and activities for facility and medical equipment.

- **Specific Physical Environment Waiver Information:**
  - 42 CFR §482.41(d) for hospitals, §485.623(b) for CAH, §418.110(c)(2)(iv) for inpatient hospice, §483.470(j) for ICF/IID; and §483.90 for SNFs/NFs all require these facilities and their equipment to be maintained to ensure an acceptable level of safety and quality. CMS is temporarily modifying these requirements to the extent necessary to permit these facilities to adjust scheduled inspection, testing and maintenance (ITM) frequencies and activities for facility and medical equipment.
  - 42 CFR §482.41(b)(1)(i) and (c) for hospitals, §485.623(c)(1)(i) and (d) for CAHs, §482.41(d)(1)(i) and (e) for inpatient hospices, §483.470(j)(1)(i) and (5)(v) for ICF/IIDs, and §483.90(a)(1)(i) and (b) for SNFs/NFs require these facilities to be in compliance with the Life Safety Code (LSC) and Health Care Facilities Code (HCFC). CMS is temporarily modifying these provisions to the extent necessary to permit these facilities to adjust scheduled ITM frequencies and activities required by the LSC and HCFC. The following LSC and HCFC ITM are considered critical are not included in this waiver:
    - Sprinkler system monthly electric motor-driven and weekly diesel engine-driven fire pump testing.
    - Portable fire extinguisher monthly inspection.
    - Elevators with firefighters’ emergency operations monthly testing.
    - Emergency generator 30 continuous minute monthly testing and associated transfer switch monthly testing.
    - Means of egress daily inspection in areas that have undergone construction, repair, alterations or additions to ensure its ability to be used instantly in case of emergency.
  - 42 CFR §482.41(b)(9) for hospitals, §485.623(c)(7) for CAHs, §418.110(d)(6) for inpatient hospices, §483.470(e)(1)(i) for ICF/IIDs, and §483.90(a)(7) for SNFs/NFs require these facilities to have an outside window or outside door in every sleeping room. CMS will permit a waiver of these outside window and outside door requirements to permit these providers to utilize facility and non-facility space that is not normally used for patient care to be utilized for temporary patient care or quarantine.